
Building Product Information Sheet
Product name:

Product line (the product line from which the product is customised):

Product description and its intended use (measurements, materials, usage):

Product identifier (if applicable):

Place of manufacture:
  Aotearoa New Zealand   Overseas

Legal and trading name of the manufacturer(s):

Legal and trading name of the importer (if applicable):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone No. (if applicable):

NZBN (if applicable):

BRM 8582 03/23

CLASS 1
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Relevant Building Code clauses:

Statement on how the building product is expected to contribute to compliance:

•	 options for compliance set out in section 19 of the Act (regulations, acceptable solution, verification method)
•	 standard or technical document that describes the performance of the building product or the relevant specifications to which the building 

product was manufactured
•	 physical properties of the building product

•	 how the building product is intended to be used.
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Limitations on the use of the building product:

Design requirements that would support the use of the building product:

Installation requirements:



CLASS 2: BUILDING PRODUCT INFORMATION SHEET

4

Maintenance requirements:

Is the building product/building product line subject to warning or ban under section 26?:

 Yes   No

If yes, description of the warning or ban under section 26:

Date: D  D  M M  Y  Y


	002: -
	001: Sika FastGaps 20 Minutes
	003: DESCRIPTION
Sika® FastGaps 20 min is a 1‐component, non‐sag, fast drying acrylic dispersion sealant for painters. The sealant is non‐staining and can be painted or papered over approximately 20 minutes after application.

USES 
▪  For gap filling in both exterior (painted) and interior situations.
▪ For use in gaps and cracks on plaster, timber, plaster boards, around window and door frames, between skirting and walls, and along stairways.
▪ Sealing of indoor connection joints with low movement in substrates such as concrete, aerated concrete, plaster, fibre cement, brick, plasterboards, aluminium, PVC and wood.
▪ Indoor connection joints around windows, window sills, doors, PVC pipes, dry participation walls and ceiling.
▪ Interior crack filling (for cracks not under permanent water immersion).
	004: Sika FastGaps 20 Minutes
	005: Yes
	006: Off
	012: 1026
	013: nzl.sika.com
	024: info@nz.sika.com
	025: 0800 745 269
	026: 9429000018791
	007: Sika (NZ) Limited
	008: -
	009: 85 Patiki Road
	010: Avondale
	011: Auckland, New Zealand
	016: Performance B2.3.1 - (c) 5 years. This product has been assessed in accordance with B2/VM1. It achieves this durability requirement and will remain serviceable for 5 years, or more, when installed and maintained in accordance with the relevant Sika technical literature. nzl.sika.com. According to Sika's ""Service Improvement"" records, maintained within its ISO9001:2015 Quality Management System, this product has performed successfully since it was introduced in 2015.

Performance F2.3.1: This product meets this requirement when used and applied in accordance with Sika's  installation instructions and does not present a health hazard to people occupying or using the building. Refer to the Sika Product Technical Data sheet and product Safety Data Sheet nzl.sika.com  for further information if required.


	014: B2 Durability: Performance clause B2.3.1 - (c) 5 years

F2 Hazardous Building Materials: Performance clause F2.3.1


	017: ▪ While acrylic sealants are paintable, some paint coatings, especially those with low solids, may crack when applied over flexible sealants.
▪ Colour variations may occur due to exposure to chemicals, high temperatures and/or UV‐radiation (especially with the colour white). However, a change in colour is purely of aesthetic nature and does not adversely influence the technical performance or durability of the product.
▪ Application during high temperature changes is not recommended (movements during the curing).
▪ Do not use Sika® FastGaps 20 min as glass sealer, in floor joints, in sanitary joints, on marble, natural stones, and civil engineering.
▪ Do not use Sika® FastGaps 20 min for joints under
water pressure or for permanent water immersion.
▪ Do not use Sika® FastGaps 20 min on bituminous substrates, natural rubber, EPDM rubber or on any building materials which might bleed oils, plasticizers or solvents that could attack the sealant. 
▪ Sika® FastGaps 20 min must be painted over if used externally. 
▪ Do not use Sika® FastGaps 20 min to seal the bottom edge of timber weatherboards.
	018: There are no specific Sika design instructions for this product, when used as a general purpose adhesive. Refer to the product data sheet for general information at nzl.sika.com.


	029: APPLICATION INSTRUCTIONS
SUBSTRATE QUALITY / PRE-TREATMENT
The substrate must be clean, dry, sound and homogeneous, free from oils, grease, dust and loose or friable particles. Sika® FastGaps 20 min adheres without primers and/or activators. For porous substrates, e.g. concrete, plaster and/or wood, Sika® FastGaps 20 min can be dissolved in water (1:1 to 1:5 ratio) and be used as a primer if necessary. On plastics and paints, adhesion
tests must be performed prior to application. Iron and steel must be protected with an anti‐corrosion primer.

APPLICATION
For the application of Sika® FastGaps 20 min all standard construction guidelines apply. Sika® FastGaps 20 min is supplied ready to use. Cut end off threaded stub on cartridge, screw on nozzle and cut to desired bead size at a 45° angle. Fit cartridge into Skeleton gun and extrude sealant into the joint or gap. Smooth off seal immediately with a wet spatula or sponge. 

CLEANING OF TOOLS
Clean all tools and application equipment immediately after use with water. Once cured, residual material can only be removed mechanically.
	019: There are no maintenance requirements for this Sika product.
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