
Building Product Information Sheet
Product name:

Product line (the product line from which the product is customised):

Product description and its intended use (measurements, materials, usage):

Product identifier (if applicable):

Place of manufacture:
  Aotearoa New Zealand   Overseas

Legal and trading name of the manufacturer(s):

Legal and trading name of the importer (if applicable):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone No. (if applicable):

NZBN (if applicable):

BRM 8582 03/23

CLASS 1
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Relevant Building Code clauses:

Statement on how the building product is expected to contribute to compliance:

•	 options for compliance set out in section 19 of the Act (regulations, acceptable solution, verification method)
•	 standard or technical document that describes the performance of the building product or the relevant specifications to which the building 

product was manufactured
•	 physical properties of the building product

•	 how the building product is intended to be used.
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Limitations on the use of the building product:

Design requirements that would support the use of the building product:

Installation requirements:
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Maintenance requirements:

Is the building product/building product line subject to warning or ban under section 26?:

 Yes   No

If yes, description of the warning or ban under section 26:

Date: D  D  M M  Y  Y


	002: Sikalastic 632, Sikalastic 641, Sika Reemat Premium
	001: SikaRoof i-Cure-22
	003: DESCRIPTION
SikaRoof® i-Cure-22 is a low odour, cold-applied, fabric reinforced, polyurethane liquid applied membrane roof waterproofing system. The system is highly elastic and UV-stable which provides a durable waterproofing solution. It incorporates Sika's unique i-Cure technology. 

USES
SikaRoof® i-Cure-22 may only be used by experienced professionals.
The product can be used for the following roof waterproofing applications:
▪ New construction and refurbishment projects Roofs with numerous details such as penetrations, drains, roof lights and complex geometry
▪ Failing roofs to extend the service life Cool and solar roofs when used in combination with Sikalastic®-641 TC (~ RAL 9016, available on indent)
▪ Sensitive areas requiring low odour

The product can be used on the following substrates:
▪ Aluminium
▪ Brass
▪ Bitumen sheet membranes
▪ Bituminous coatings
▪ Bricks
▪ Cementitious substrates
▪ Concrete slabs
▪ Copper
▪ Existing Sikalastic® MTC System
▪ Galvanised steel
▪ Lead
▪ Ferrous metals
▪ Paints/coatings
▪ Single ply polymeric sheeting
▪ Stainless steel
▪ Stone
▪ Ceramic tiles
▪ Wood
Please note:
The System may only be used for exterior applications.
▪ The product is not suitable for permanent water immersion.
	004: SikaRoof i-Cure-22
	005: Off
	006: Yes
	012: 1026
	013: nzl.sika.com
	024: info@nz.sika.com
	025: 0800 745 269
	026: 9429000018791
	007: Sika Ltd - United Kingdom,  Watchmead, Welwyn Garden City, Hertfordshire AL71BQ, England
	008: Sika (NZ) Limited
	009: 85 Patiki Road
	010: Avondale
	011: Auckland, New Zealand
	016: Performance E2.3.3: The BRANZ Appraisal for this product nzl.sika.com states that it will meet the E2.3.3 weathertightness requirements  when installed by a Sika trained applicator in accordance with the BRANZ Appraisal and all  relevant Sika technical literature.  nzl.sika.com The membrane has a vapour flow resistance of not less than 90 MN s/g and been used successfully in NZ since 2022.

Performance E2.3.1, E2.3.2 and E2.3.6: The BRANZ Appraisal for this product nzl.sika.com states that it will meet the E2.3.1,  E2.3.2 and E2.3.6 weathertightness requirements  when installed  by a trained Sika applicator in accordance with the BRANZ Appraisal and all relevant Sika technical literature: nzl.sika.com.

Performance F2.3.1. The BRANZ Appraisal for this product nzl.sika.com states that, in their opinion, it meets this requirement and does not present a health hazard to people. Refer to the product safety data sheet nzl.sika.com for further information if required.

	014: B2 Durability: Performance clause B2.3.1 - (b) 15 years

E2 External Moisture: Performance clauses E2.3.1, E2.3.2 and E2.3.6

F2 Hazardous Building Materials: Performance clause F2.3.1

	017: The installation of Sarnafil Membrane systems is complex and limited to Sika approved applicators only. The Sika technical literature should be referred to in all instances for the correct application procedures nzl.sika.com.

LIMITATIONS
▪ Installation work must only be carried out by Sika trained and approved contractors, experienced in this type of application.
▪ Do not apply on substrates with rising moisture.
▪ Do not apply on porous substrates where significant moisture vapour transmission (out-gassing) will occur during application. Applying Sikalastic® Primer may assist with reducing or eliminating this effect.
▪ Do not dilute the system products with any diluents.
▪ Do not apply close to running air conditioning unit intake vents
▪ Switch off units and seal intakes before applying. 
▪  Do not apply Product directly on Sikalastic® Insulation boards. Use Sikalastic® Carrier between Sikalastic ® Insulation board and Product.
▪ Volatile bituminous materials may stain and/or soften the Product layers.
▪ Areas with high movement, irregular substrates, or timber-based roof decks require flexible reinforcement
at joints with use of Sikalastic®-100 SA Tape or Sika Flexitape Heavy.
▪ Do not apply cementitious products (e.g. tile mortar) directly onto the system.
	018: Roofs and decks must be designed and constructed to shed precipitated moisture and take account of snowfalls in snow prone areas. Refer to NZS3604 and E2/AS1 for further information.

When fully bonded, this membrane is suitable for applications in areas subject to a maximum wind pressure of 6 kPa design differential ULS, subject to the limitations of the substrate.

Timber framing systems must comply with NZS3604, or where specific engineering design is used, must be of at least the equivalent stiffness requirements of NSZ 3604 

Decks using Sarnafil membrane systems must be protected with either tiles or timber decking resting on Sika approved pedestal supports.

All roofs and decks must be designed to have falls that are in accordance with E2/AS1 - 8.5 Membrane Roofs and Decks clause 8.5.1. Allowance for deflection and settlement of the roof substrate mut be considered, to ensure falls are maintained and water ponding on the membrane is avoided.

Separation or protection from heat sources such as fireplaces, flues, chimneys, etc must be provided to Sarnafil membrane systems. Refer to Part 7 of NZ Building Code Acceptable Solutions C/AS1 and C/AS2, and Verification Method C/VM1 for approved separation methods.

	029: Refer to the relevant individual product data sheets for the components being used in the system
	019: If the membrane is damaged it must be repaired as soon as any such damage occurs. Contact  Sika NZ for advice on 0800 SIKANZ.

The membrane system must be checked annually (or sooner if required), for damage, rubbish, outlet blockages or coating deterioration.  All debris must be removed and blockages cleared. Any damage identified must be repaired immediately. Contact Sika NZ for advice on 0800 SIKANZ .

For membrane cleaning  requirements refer to the "SikaRoof i-Cure - Technical Document - Maintenance Requirements" available at nzl.sika.com.
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