
Building Product Information Sheet
Product name:

Product line (the product line from which the product is customised):

Product description and its intended use (measurements, materials, usage):

Product identifier (if applicable):

Place of manufacture:
  Aotearoa New Zealand   Overseas

Legal and trading name of the manufacturer(s):

Legal and trading name of the importer (if applicable):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone No. (if applicable):

NZBN (if applicable):

BRM 8582 03/23

CLASS 1
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Relevant Building Code clauses:

Statement on how the building product is expected to contribute to compliance:

• options for compliance set out in section 19 of the Act (regulations, acceptable solution, verification method)
• standard or technical document that describes the performance of the building product or the relevant specifications to which the building 

product was manufactured
• physical properties of the building product

• how the building product is intended to be used.
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Limitations on the use of the building product:

Design requirements that would support the use of the building product:

Installation requirements:
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Maintenance requirements:

Is the building product/building product line subject to warning or ban under section 26?:

 Yes   No

If yes, description of the warning or ban under section 26:

Date: D  D  M M  Y  Y
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	002: -
	001: Sikacryl-621 Fire+
	003: DESCRIPTIONSikacryl®-621 Fire+ is a fire resistant, intumescent, phthalate-free acrylic sealant used for interior joints and penetration seals in fire compartment walls and floors.USES▪ Restores the fire resistance performance of a wall or floor which incorporates penetration services or linear seals▪ Can be used in combination with SikaSeal®-626 Fire Board+, SikaSeal®-627 Fire Collar+ and SikaSeal®-629 Fire Wrap+
	004: Sikacryl-621 Fire+
	005: Off
	006: Yes
	012: 1026
	013: nzl.sika.com
	024: info@nz.sika.com
	025: 0800 745 269
	026: 9429000018791
	007: Sika Supply Centre AG, Industrie Strasse 26, 6060 Sarnen, Switzerland
	008: Sika (NZ) Limited
	009: 85 Patiki Road
	010: Avondale
	011: Auckland, New Zealand
	016: Performance B2.3.1 (b) 15 years: This product has been evaluated in accordance with B2/VM1. It meets this durability requirement and will remain serviceable for 15 years, or more, when installed and maintained in accordance with the relevant Sika technical literature. nzl.sika.com.  According to Sika's "Service Improvement" records, maintained within its ISO9001:2015 Quality Management System, this product has performed successfully since it was introduced in 2019.Performance C3.1, C3.2, C3.3: This product has been fire tested in various combinations of sealed joints and /or penetrations with different dimensions and different building components. It contributes to meeting the requirements of C3 only when used in these tested combinations.  All fire-rated joints must be designed and specified by a registered fire engineer.  For more information, such as test certificates, refer to nzl.sika.com.Performance F2.3.1: This product meets this requirement when used and applied in accordance with Sika's  installation instructions and does not present a health hazard to people occupying or using the building. Refer to the Sika Product Technical Data sheet and product Safety Data Sheet nzl.sika.com  for further information if required.
	014: B2 Durability: Performance clause B2.3.1 - (b) 15 yearsC3 Fire Affecting Areas Beyond the Fire Source. Performance clauses C3.1, C3.2, C3.3F2 Hazardous Building Materials: Performance clause F2.3.1
	017: Sika is not responsible for the design of any joints or details in building elements or systems requiring a fire resistance rating (FRR).LIMITATIONS▪ Colour variations may occur due to exposure to chemicals, high temperatures and/or UV-radiation (especially with the colour shade white). However, a change in colour is purely of aesthetic nature and does not adversely influence the technical performance or durability of the product.▪ Do not use Sikacryl®-621 Fire+ as glass sealer, for floor joints, sanitary joints or on natural stone.▪ Do not use Sikacryl®-621 Fire+ on bituminous substrates, natural rubber, EPDM rubber or on any building materials which might leach oils, plasticizers or solvents that could attack the sealant.▪ Do not use Sikacryl®-621 Fire+ for joints under water pressure or for permanent water immersion.▪ Bare metal in contact with Sikacryl®-621 Fire+ must be protected against corrosion using a suitable primer / protection system.▪ Sikacryl®-621 Fire+ may only be used for applications and in combination with products it was tested for.
	018: There are no specific Sika design instructions for this product, when used as a general purpose adhesive. Refer to the product data sheet for general information at nzl.sika.com.
	029: APPLICATION INSTRUCTIONSSUBSTRATE PREPARATIONThe substrate must be clean, dry, sound and homogeneous, free from oils, grease, dust and loose or friableparticles. Sikacryl®-621 Fire+ adheres without primers and/or activators.APPLICATION METHOD / TOOLSReference must be made to the relevant Sika Application Manual or contact Sika Technical Services for additional information.CLEANING OF TOOLSClean all tools and application equipment with water immediately after use. Hardened material can only be removed mechanically.
	019: Any fire rated systems or building elements containing this product must be inspected annually (or sooner if required) to check for damage, or loss of integrity. They must be repaired immediately to a level that restores the prescribed fire resistance rating.
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