
Building Product Information Sheet
Product name:

Product line (the product line from which the product is customised):

Product description and its intended use (measurements, materials, usage):

Product identifier (if applicable):

Place of manufacture:
  Aotearoa New Zealand   Overseas

Legal and trading name of the manufacturer(s):

Legal and trading name of the importer (if applicable):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone No. (if applicable):

NZBN (if applicable):

BRM 8582 03/23

CLASS 1
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Relevant Building Code clauses:

Statement on how the building product is expected to contribute to compliance:

• options for compliance set out in section 19 of the Act (regulations, acceptable solution, verification method)
• standard or technical document that describes the performance of the building product or the relevant specifications to which the building 

product was manufactured
• physical properties of the building product

• how the building product is intended to be used.
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Limitations on the use of the building product:

Design requirements that would support the use of the building product:

Installation requirements:
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Maintenance requirements:

Is the building product/building product line subject to warning or ban under section 26?:

 Yes   No

If yes, description of the warning or ban under section 26:

Date: D  D  M M  Y  Y


	002: -
	001: Sikasil Color (NZ)
	003: DESCRIPTIONSikasil® Color (NZ) is an acetic-crosslinking silicone sealant that is solvent-free and resistant to mildew.USESSikasil® Color (NZ) reacts on contact with the humidity in the air, and cures into a permanently elastic, rubbery substance. Sikasil® Color (NZ) can be used as a sealant for glass, ceramics, anodized aluminium and epoxy or polyester panels. It is suitable for application in health/hygiene areas for forming expansion joints between tiles, tubs, sinks, for sealing showers andforming expansion joints between walls and floors. 
	004: Sikasil Color (NZ)
	005: Yes
	006: Off
	012: 1026
	013: nzl.sika.com
	024: info@nz.sika.com
	025: 0800 745 269
	026: 9429000018791
	007: Sika (NZ) Limited
	008: -
	009: 85 Patiki Road
	010: Avondale
	011: Auckland, New Zealand
	016: Performance B2.3.1 (b) 15 years and (c) 5 years: This product achieves these durability requirements and will remain serviceable for 15 years, or more, when installed and maintained in accordance with the relevant Sika technical literature. nzl.sika.com.  According to Sika's "Service Improvement" records, maintained within its ISO9001:2015 Quality Management System, this product has performed successfully since it was introduced in 2012.Performance E2.3.1, E2.3.2: In accordance with E2/AS1 and E2/AS3 (CCANZ CP 01:2014) this product has been tested and is compliant with the ISO11600:2002 Type F, Class 25LM classification (refer to nzl.sika.com). When used to seal flexible joints, as part of a roofing or wall cladding system, or around external openings, such as windows and doors,  the product contributes to meeting the E2.3.1 and E2.3.2 weathertightness  requirements.Performance E3.3.3, E3.3.4, E3.3.5, E3.3.6:  This product  has been tested and is compliant with the ISO11600:2002 Type F, Class 25LM classification. When used to form impervious and easy to clean joints between sheet lining materials and between fixtures and linings, as defined in E3/AS1, it contributes to meeting these impermeability requirements.Performance F2.3.1: This product meets this requirement when used and applied in accordance with Sika's  installation instructions and does not present a health hazard to people occupying or using the building. Refer to the Sika Product Technical Data sheet and product Safety Data Sheet nzl.sika.com  for further information if required.
	014: B2 Durability: Performance clauses B2.3.1 - (b) not less than 15 Years,  (c) not less than 5 yearsE2 External Moisture: Performance clause E2.3.2 E3 Internal Moisture: Performance Clauses E3.3.3, E3.3.4, E3.3.5, E3.3.6F2 Hazardous Building Materials: Performance clause F2.3.1
	017: ▪ Sikasil® Color (NZ) cannot be overcoated. Not suitable on tar, bitumen, polypropylene, polyethylene, concrete, lead, copper or galvanized steel.▪ Do not use on porous surfaces, or for sealing marble or other natural stones.▪ Not suitable for use in aquariums or swimming pools.
	018: Sikaflex Elastomeric Sealants - Joint design and movement calculation guide available on nzl.sika.com.Sika Sealant Selector Guide, Consumption Guide and Best Practice Tips available on nzl.sika.com.
	029: APPLICATION INSTRUCTIONSSUBSTRATE PREPARATIONAll surfaces must be clean, dry and grease free. Ensure the joint is free from excess tile adhesive. For a neat finish, apply masking tape to both sides of the joint.APPLICATION METHOD / TOOLS▪ If sealing an expansion or control joint, insert Sika® PEF Backing Rod into the base of the joint before installing Sikasil® Color (NZ). Note: PEF rod must be approximately 25-30% larger than the joint width, e.g. for a 6mm joint, use an 8mm PEF rod.▪ Cut nozzle at a 45° angle to give the required size bead for the joint. (The width of the joint must never be less than its depth.)▪ Tool off the joint sealant using a spatula dipped in diluted soapy water.▪ Remove masking tape immediately, before sealant starts to skin.CLEANING OF TOOLSClean tools and equipment immediately after use with Sika® Thinner C. Cured product can only be removed mechanically. Wash hands and skin thoroughly in warm soapy water.
	019: Joints that have been sealed with this product should be inspected annually (or sooner if required). Gently clean the surface of the joint with a mild solution of water and household detergent, using a soft brush to remove any residual contaminants and rinse clean with fresh water. Any defects within the joint should be identified and removed. The joint should then be cleaned, primed and repaired using the same Sika product to restore the original integrity of the joint. Refer to the Sika product data sheet and the website for further information: nzl.sika.com.For full instructions on maintenance of sealed joints, refer to Sika Building Façade Joint Cleaning, Care and Maintenance Instructions at nzl.sika.com.
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