
Building Product Information Sheet
Product name:

Product line (the product line from which the product is customised):

Product description and its intended use (measurements, materials, usage):

Product identifier (if applicable):

Place of manufacture:
  Aotearoa New Zealand   Overseas

Legal and trading name of the manufacturer(s):

Legal and trading name of the importer (if applicable):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone No. (if applicable):

NZBN (if applicable):

BRM 8582 03/23

CLASS 1
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Relevant Building Code clauses:

Statement on how the building product is expected to contribute to compliance:

• options for compliance set out in section 19 of the Act (regulations, acceptable solution, verification method)
• standard or technical document that describes the performance of the building product or the relevant specifications to which the building 

product was manufactured
• physical properties of the building product

• how the building product is intended to be used.
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Limitations on the use of the building product:

Design requirements that would support the use of the building product:

Installation requirements:
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Maintenance requirements:

Is the building product/building product line subject to warning or ban under section 26?:

 Yes   No

If yes, description of the warning or ban under section 26:

Date: D  D  M M  Y  Y


	002: -
	001: Showerbond
	003: DESCRIPTIONSika® Showerbond is a solvent based, fast grab, gun grade adhesive. It has been specifically formulated for bonding acrylic plastic shower linings to unpainted gypsum plasterboard or fibre cement wall linings, as well as timber.USESSika® Showerbond is used for bonding acrylic plastic shower linings to suitable wall linings, and bonding acrylic shower trays to timber flooring
	004: Showerbond
	005: Off
	006: Yes
	012: 1026
	013: nzl.sika.com
	024: info@nz.sika.com
	025: 0800 745 269
	026: 9429000018791
	007: Sika Supply Centre AG, Industrie Strasse 26, 6060 Sarnen, Switzerland
	008: Sika (NZ) Limited
	009: 85 Patiki Road
	010: Avondale
	011: Auckland, New Zealand
	016: Performance B1.3.1, B1.3.2, B1.3.3 (a, b, j, q) B1.3.4: When used as an adhesive this product contributes to meeting the loading requirements that bonded lining elements are subjected to, as a result of self-weight, imposed in-use gravity loading, impact, and the effects of creep and shrinkage over time.Performance B2.3.1 (b) 15 years and (c) 5 years: This product achieves these durability requirements and will remain serviceable for 15 years, or more, when installed and maintained in accordance with the relevant Sika technical literature. nzl.sika.com.  According to Sika's "Service Improvement" records, maintained within its ISO9001:2015 Quality Management System, this product has performed successfully since it was introduced in 2003.Performance F2.3.1: This product meets this requirement when used and applied in accordance with Sika's  installation instructions and does not present a health hazard to people occupying or using the building. Refer to the Sika Product Technical Data sheet and product Safety Data Sheet nzl.sika.com  for further information if required.
	014: Note: This product is an adhesive and on its own is not within the scope of the NZ Building Code. However, when it is used as part of an internal floor, wall, or ceiling system, or with other building elements that must comply with the NZ Building Code, and it is used in accordance with that material supplier's specification and Sika's technical literature, it will contribute to meeting the requirements of the following clauses:B1 Structure: Performance clauses B1.3.1, B1.3.2, B1.3.3 (a ,b, j, q), B1.3.4B2 Durability: Performance clauses B2.3.1 - (b) not less than 15 Years,  (c) not less than 5 yearsF2 Hazardous Building Materials: Performance clause F2.3.1
	017: The product is not a substitute for any mechanical fixings that are specified by the manufacturer of the element being bonded.A building element used for load bearing, bracing, structural support or other applications as defined in the NZBC, must be fastened in accordance with the  specification / instructions from that elements manufacturer.If bonded elements require NZBC compliance, the maximum substrate moisture contents at the time of application must comply with E2/AS1 Paragraph 10.2.At least one of the bonding surfaces must be porous to enable the adhesive to cure effectively.For bonded elements requiring NZBC compliance only use in bonding applications that will remain dry. LIMITATIONS▪ Not recommended for immersion, exposure to sunlight or exterior use▪ Do not use below 5°C▪ Do not use to adhere acrylic plastic shower linings to painted, sealed or any non-porous wall linings▪ Cure is by solvent release (flammable solvents are released during cure)
	018: There are no specific Sika design instructions for this product, when used as a general purpose adhesive. Refer to the product data sheet for general information at nzl.sika.com.If the building elements to be bonded are within the scope of the NZ Building Code then the bonding instructions of the manufacturer / supplier of those elements must be followed.
	029: APPLICATION INSTRUCTIONSSUBSTRATE PREPARATIONEnsure both surfaces to be bonded are clean, dry and grease free. Cut nozzle on cartridge as shown below so that a 5-6 mm bead will be extruded. APPLICATION METHOD / TOOLS▪ Relocation time: Up to 30 minutes, depending on temperature and ventilation▪ Apply a 5-6 mm bead in vertical lines at 100 mm centres onto substrate, and apply continuous bead within 15 mm of the perimeter line of the shower lining.▪ Place shower lining onto wall within 10 minutes and firmly press the entire sheet with your hands so that full contact is made with all beads of adhesive.▪ Brace the lining as required in the shower manufacturer's installation instructions.▪ Bracing if required should remain in position for not less than 18 hours. The shower should not be used for at least 24 hours after the wall lining has been installed.▪ Do not apply blobs of adhesive. These will cause unsightly undulations and buckles in the sheet.CLEANING OF TOOLSClean up using a dry clean cloth, or Sika® Remover-208
	019: There are no maintenance requirements for this Sika product.The building element being bonded, and the bonding substrate must both be maintained in accordance with each of their manufacturers instructions.
	022: Off
	023: 01
	027: -
	028:  1     0     1     0    2     3


