
Building Product Information Sheet
Product name:

Product line (the product line from which the product is customised):

Product description and its intended use (measurements, materials, usage):

Product identifier (if applicable):

Place of manufacture:
  Aotearoa New Zealand   Overseas

Legal and trading name of the manufacturer(s):

Legal and trading name of the importer (if applicable):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone No. (if applicable):

NZBN (if applicable):

BRM 8582 03/23

CLASS 1
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Relevant Building Code clauses:

Statement on how the building product is expected to contribute to compliance:

•	 options for compliance set out in section 19 of the Act (regulations, acceptable solution, verification method)
•	 standard or technical document that describes the performance of the building product or the relevant specifications to which the building 

product was manufactured
•	 physical properties of the building product

•	 how the building product is intended to be used.
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Limitations on the use of the building product:

Design requirements that would support the use of the building product:

Installation requirements:
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Maintenance requirements:

Is the building product/building product line subject to warning or ban under section 26?:

 Yes   No

If yes, description of the warning or ban under section 26:

Date: D  D  M M  Y  Y


	002: -
	001: Sika Expansion Tape-600
	003: DESCRIPTION
Sika® Expansion Tape-600 is a self-adhering, elastic polymer, dispersion impregnated, expansion tape.

USES
Sika® Expansion Tape-600 is designed for joint sealing between window and/or door frames and adjacent building components and for other construction sealing applications. Sika® Expansion Tape-600 fulfills the requirements of the energy conservation regulations (EnEV) and the RAL instructions. Sika® Expansion Tape- 600 seals against wind, dust, spray water and driving rain.
	004: Sika Expansion Tape-600
	005: Off
	006: Yes
	012: 1026
	013: nzl.sika.com
	024: info@nz.sika.com
	025: 0800 745 269
	026: 9429000018791
	007: Sika Supply Centre AG, Industrie Strasse 26, 6060 Sarnen, Switzerland
	008: Sika (NZ) Limited
	009: 85 Patiki Road
	010: Avondale
	011: Auckland, New Zealand
	016: Performance B2.3.1 (b) 15 years: This product has been evaluated in accordance with B2/VM1. It meets this durability requirement and will remain serviceable for 15 years, or more, when installed and maintained in accordance with the relevant Sika technical literature. nzl.sika.com.  According to Sika's "Service Improvement" records, maintained within its ISO9001:2015 Quality Management System, this product has performed successfully since it was introduced in 2014.

Performance F2.3.1: This product meets this requirement when used and applied in accordance with Sika's  installation instructions and does not present a health hazard to people occupying or using the building. Refer to the Sika Product Technical Data sheet and product Safety Data Sheet nzl.sika.com  for further information if required.


	014: B2 Durability: Performance clause B2.3.1 - (b) 15 years

F2 Hazardous Building Materials: Performance clause F2.3.1


	017: High temperatures accelerate the expansion of the tape, low temperatures decelerate the expansion of the tape. Best results are achieved if the tape is installed at temperatures around +23 °C. At 23 °C Sika® Expansion Tape-600 has to be applied within 30
minutes.
	018: Sikaflex Elastomeric Sealants - Joint design and movement calculation guide available on nzl.sika.com.

Sika Sealant Selector Guide, Consumption Guide and Best Practice Tips available on nzl.sika.com.


	029: APPLICATION INSTRUCTIONS
SUBSTRATE PREPARATION
The substrate must be clean, sound and homogeneous, free from oils, grease, dust and loose or friable particles. Paint, cement laitance and other poorly adhering contaminants must be removed. Sika® Expansion Tape-600 adheres without primers and/or activators.

APPLICATION METHOD / TOOLS
1. Open the roll by pulling off the opening / closing tape. Cut the beginning of the tape using scissors so that the edge is straight.
2. Remove the tape's release liner and stick the end of the tape on the building component. Align the tape in a straight line. Press the tape against the building component. Avoid stretching the tape. In order for the tape to be tight, it should be approx. 10 mm
longer than the sealing distance.
3. Open rolls must be rolled up quickly and tightly and then closed with the opening / closing tape in order to avoid the expansion of the tape. The tape shall be bonded onto the frame prior to the installation of windows and/or doors. The tape shall be installed with an expansion reserve. The tape shall be cut at the frame edges; it must not be installed all around the frame in one piece.
	019: There are no maintenance requirements for this Sika product.
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