
SikaCeram® StarGrout or 
SikaCeram® CleanGrout

Tiles

SikaCeram®-290 StarLight / SikaCeram®-255 StarFlex

Tiles

SikaCeram®-255 StarFlex / 
SikaCeram®-290 StarLight

Sikalastic®-220 W (2nd Coat)

Sikalastic®-220 W (1st Coat)

Sika® Primer-11 W+ / 
Sika® Primer-21 W
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DETAIL FOR BUILDING FINISHING, TILE SETTING
Waterproofing and tiling according ETAG022

900_020404_0025C_1801_en

Sikasil® Colour
Sikalastic®-220 W 

Sika® SealTape F

Sikalastic®-220 W

Sika® Primer-11 W+ / 
Sika® Primer-21 W

Substrate

Wall/partition

The information contained herein and any other advice are given in good faith based on Sika's current knowledge and experience of the products when properly stored, handled and applied under normal conditions in accordance with Sika's recommendations. The information only
applies to the application(s) and product(s) expressly referred to herein and is based on laboratory tests which do not replace practical tests. In case of changes in the parameters of the application, such as changes in substrates etc., or in case of a different application, consult Sika's
Technical Service prior to using Sika products. The information contained herein does not relieve the user of the products from testing them for the intended application and purpose. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to
the most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request.




