
Building Product Information Sheet
Product name:

Product line (the product line from which the product is customised):

Product description and its intended use (measurements, materials, usage):

Product identifier (if applicable):

Place of manufacture:
  Aotearoa New Zealand   Overseas

Legal and trading name of the manufacturer(s):

Legal and trading name of the importer (if applicable):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone No. (if applicable):

NZBN (if applicable):

BRM 8582 03/23

CLASS 1
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Relevant Building Code clauses:

Statement on how the building product is expected to contribute to compliance:

• options for compliance set out in section 19 of the Act (regulations, acceptable solution, verification method)
• standard or technical document that describes the performance of the building product or the relevant specifications to which the building 

product was manufactured
• physical properties of the building product

• how the building product is intended to be used.
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Limitations on the use of the building product:

Design requirements that would support the use of the building product:

Installation requirements:
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Maintenance requirements:

Is the building product/building product line subject to warning or ban under section 26?:

 Yes   No

If yes, description of the warning or ban under section 26:

Date: D  D  M M  Y  Y


	002: -
	001: SikaScreed-1 
	003: DESCRIPTIONSikaScreed®-1 is a pre-mixed product for quick drying shrinkage-free indoor and outdoor screeds.USES▪ Formation of unbonded 30 mm to 60 mm thick screeds in civil or industrial environments.▪ Formation of bonded 12 mm to 60 mm thick screeds. Can be covered with tiles, parquet or resilient materials.▪ Heating screeds, by burying radiating coils in the layer. Plasticizer additives do not need to be added to the mixture when SikaScreed®-1 is used.▪ Suitable for industrial environments, offices, commercial centres, etc.
	004: SikaScreed-1 
	005: Yes
	006: Off
	012: 1026
	013: nzl.sika.com
	024: info@nz.sika.com
	025: 0800 745 269
	026: 9429000018791
	007: Sika (NZ) Limited
	008: -
	009: 85 Patiki Road
	010: Avondale
	011: Auckland, New Zealand
	016: Performance B2.3.1 (b) 15 years: This product has been evaluated in accordance with B2/VM1. It meets this durability requirement and will remain serviceable for 15 years, or more, when installed and maintained in accordance with the relevant Sika technical literature. nzl.sika.com.  According to Sika's "Service Improvement" records, maintained within its ISO9001:2015 Quality Management System, this product has performed successfully since it was introduced in 2012.Performance F2.3.1: This product meets this requirement when used and applied in accordance with Sika's  installation instructions and does not present a health hazard to people occupying or using the building. Refer to the Sika Product Technical Data sheet and product Safety Data Sheet nzl.sika.com  for further information if required.
	014: Note: This product is used for reprofiling floor surfaces before a subsequent finish is overlaid. On its own, is not within the scope of the NZ Building Code. However if it is used under floor finishes that must comply with the Code then it will contribute to meeting the requirements of the following clausesB2 Durability: Performance clause B2.3.1 - (b) 15 yearsF2 Hazardous Building Materials: Performance clause F2.3.1
	017: LIMITATIONS▪ Do not use SikaScreed®-1 for parquet that must be fixed in less then 10 days.▪ In the case of parquet flooring, position the steam barrier before casting the screed.▪ Before fixing the parquet, check with a carbide hygrometer to make sure that the residue humidity is < 2%.▪ Do not use the product after it becomes difficult to apply. Prepare a fresh mixture.▪ Do not add other binders to the product (cement, lime, gypsum, etc.).▪ If the tiles are fixed within a short time (24 h), the gap between them must be at least 3-4 mm. ▪ Do not apply at temperatures lower than 5°C or higher than 35°C.
	018: -
	029: APPLICATION INSTRUCTIONSSUBSTRATE QUALITY / PRE-TREATMENTIt is possible to achieve screeds adhering to a substrate or floating on a separating layer, i.e. a PVC membrane; in this case the thickness must be at least 4 cm. If the thickness is <4 cm, it is necessary to apply a screed adhering to the substrate. To get adhesion to the substrate an epoxy bonding agent for fresh concrete such as Sikadur®-32 can be used; or make a mixture of using a part by volume of SikaCeram® T-Latex and a part of water, mixed with Portland cement to obtain a slurry-consistency paste, to be applied by brush. The screed must be laid on the slurry or on the epoxy bonding agent when still fresh.MIXINGMix 1.8 -2.0 L of clean water for each 25 kg bag. The product can be mixed in an ordinary concrete mixer, in a screw mixer or in a continuous mixer type PFT or Continental. The amount of water must be dosed in order to get a plastic, highly workable paste. Too little water (damp soil consistency) will considerably reduce the mechanical strength of the finished screed, and too much water (fluid) will increase the hygrometric shrinkage, making it inadvisable to fix ceramic tiles after only 24 h. The mixing operation must be completed within 2 minutesAPPLICATIONCompressible material must be positioned all around the edges of the room and around any pillar, so as to form the insulation joint. The product must be applied in the same way as a normal cementitious screed, by preparing the level strips, which will then serve for spreading with a striker. The laying is carried out as for a normal cementitious screed. Spread the mixture, taking care to compact the surface to obtain an homogeneous layer. Float finishing must be carried out immediately after the product has been spread or within 60 minutes. When this operation is carried out, the surface of the screed can be splashed with water froma brush, so as to make the job easier and faster, especially if a machine with a steel disc is used.CLEANING OF TOOLSClean with water before hardening. Hardened product must be mechanically removed.
	019: There are no maintenance requirements for this Sika product.
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