
Building Product Information Sheet
Product name:

Product line (the product line from which the product is customised):

Product description and its intended use (measurements, materials, usage):

Product identifier (if applicable):

Place of manufacture:
  Aotearoa New Zealand   Overseas

Legal and trading name of the manufacturer(s):

Legal and trading name of the importer (if applicable):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone No. (if applicable):

NZBN (if applicable):

BRM 8582 03/23

CLASS 1
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Relevant Building Code clauses:

Statement on how the building product is expected to contribute to compliance:

•	 options for compliance set out in section 19 of the Act (regulations, acceptable solution, verification method)
•	 standard or technical document that describes the performance of the building product or the relevant specifications to which the building 

product was manufactured
•	 physical properties of the building product

•	 how the building product is intended to be used.
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Limitations on the use of the building product:

Design requirements that would support the use of the building product:

Installation requirements:
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Maintenance requirements:

Is the building product/building product line subject to warning or ban under section 26?:

 Yes   No

If yes, description of the warning or ban under section 26:

Date: D  D  M M  Y  Y


	002: -
	001: Sikalastic-220 W
	003: DESCRIPTION
Sikalastic®-220 W is a ready to apply, one part, water based resin, liquid applied membrane for wet rooms. Provides a fully bonded waterproof finish ready for the application of tiles. Thickness ≥ 0.5 mm. Internal use.

USES
▪ Waterproofing shower rooms
▪ Waterproofing bathrooms
▪ Walls and normal – high loaded floors in the above rooms
	004: Sikalastic-220 W
	005: Off
	006: Yes
	012: 1026
	013: nzl.sika.com
	024: info@nz.sika.com
	025: 0800 745 269
	026: 9429000018791
	007: Sika Deutschland GmbH, Kornwestheimer Strasse 103-107, 70439 Stuttgart, Germany
	008: Sika (NZ) Ltd
	009: 85 Patiki Road
	010: Avondale
	011: Auckland, New Zealand
	016: Performance B2.3.1 (b) 15 years: The BRANZ appraisal for this product states that, in their opinion, it achieves this  durability requirement, when installed and maintained in accordance with the BRANZ Appraisal and relevant Sika technical literature.  nzl.sika.com. According to Sika's "Service Improvement" records, maintained within its ISO9001:2015 Quality Management System, this product has performed successfully since it was introduced in 2018

Performance E3.3.3, E3.3.4, E3.3.5, E3.3.6: This product has been BRANZ appraised. It meets the NZ Building Code E3 Internal Moisture requirements when designed and installed in accordance with the requirements of E3/AS1, E3/AS2-Internal Wet Area Membrane Systems (WMA Code of Practice for Internal Wet Membrane Systems (2020)), the appropriate BRANZ Appraisal (Sikalastic 152, Sikalastic 220W, Sika AquaBlok) and relevant Sika technical literature (Code of Practice, BRANZ appraisals and Sika literature available at nzl.sika.com).

Performance F2.3.1. The BRANZ Appraisal for this product nzl.sika.com states that, in their opinion, it meets this requirement and does not present a health hazard to people. Refer to the product safety data sheet nzl.sika.com for further information if required.




	014: B2 Durability: Performance clause B2.3.1 - (b) 15 years

F2 Hazardous Building Materials: Performance clause F2.3.1

F2 Hazardous Building Materials: Performance clause F2.3.1

	017: This product is a waterproofing membrane system for use behind impervious wall finishes and under trafficable floor finishes in internal wet areas, such as showers and bathrooms. Any surface finishes installed over this system must be compatible. If in doubt refer to Sika on 0800 SIKANZ or go to the website nzl.sika.com.

LIMITATIONS
Not suitable for external waterproofing ie balconies or terraces.
	018: This product is part of a system that includes primers, reinforcing tapes and other associated products. For full design information refer to the BRANZ Appraisal and the relevant Sika product data sheets for further support.

The substrate that the membrane will be applied to must be in accordance with the NZBC to a relevant standard, such as NZS3101 for concrete, NZS 4230 or NZS 4229 for concrete masonry and NZS 3604 for timber framed Buildings. 

In accordance with E3/AS1 and E3/AS2 membrane systems must be specified by the tile manufacturer (supplier) as being suitable for the tiles and the environment. And the system must be designed in accordance with the Waterproofing Membrane Association Code of Practice for Internal Wet Area Membranes - Feb 2020 and relevant Sika technical literature available at nzl.sika.com.



	029: For compliance with Clause E3/AS2 the membrane system must be installed by, or under the supervision of, an installer certified by Sika and in accordance with the Waterproofing Membrane Association Code of Practice for Internal Wet Area Membranes - Feb 2020, and the relevant Sika technical literature (available at nzl.sika.com).


APPLICATION INSTRUCTIONS
SUBSTRATE QUALITY
The substrate must be sound, clean, dry and free of all contaminants such as dust, dirt, oil, grease,cement laitance,previous coatings and other surface treatments that could cause poor adhesion.

SUBSTRATE PREPARATION
Cementitious substrates shall be prepared mechanically using suitable equipment such as abrasive blast cleaning / planing / scarifying / grinding to remove cement laitance and achieve an open textured surface profile suitable for the product thickness.
Surface treatments or any "friable" areas of the substrate must be mechanically removed and the substrate repaired with Sika levelling compounds. All dust, loose and friable material must be completely removed from all surfaces before application of the
product, preferably by vacuum cleaning equipment.

MIXING
▪ 1-part ready to use.
▪ Can be used directly without stirring.

CLEANING OF TOOLS
Clean all tools and application equipment after use with water. Hardened and/or cured material can only be removed mechanically.
	019: No maintenance of the Sika membrane system will be required, provided that significant substrate movement does not occur within the impervious  wall / floor lining or finish that has been applied over the top. Regular checks of the wall / floor finish must be made to ensure that it is sound and will not allow moisture to penetrate it. Any cracks or damage must be repaired immediately, in consultation with the supplier of the lining system.

For maintenance of impervious wall and floor lining systems that have been installed to enable compliance with Clause E3/AS1, refer to the supplier of the system installed.
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