
Building Product Information Sheet
Product name:

Product line (the product line from which the product is customised):

Product description and its intended use (measurements, materials, usage):

Product identifier (if applicable):

Place of manufacture:
  Aotearoa New Zealand   Overseas

Legal and trading name of the manufacturer(s):

Legal and trading name of the importer (if applicable):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone No. (if applicable):

NZBN (if applicable):

BRM 8582 03/23

CLASS 1
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Relevant Building Code clauses:

Statement on how the building product is expected to contribute to compliance:

•	 options for compliance set out in section 19 of the Act (regulations, acceptable solution, verification method)
•	 standard or technical document that describes the performance of the building product or the relevant specifications to which the building 

product was manufactured
•	 physical properties of the building product

•	 how the building product is intended to be used.



CLASS 2: BUILDING PRODUCT INFORMATION SHEET

3

Limitations on the use of the building product:

Design requirements that would support the use of the building product:

Installation requirements:
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Maintenance requirements:

Is the building product/building product line subject to warning or ban under section 26?:

 Yes   No

If yes, description of the warning or ban under section 26:

Date: D  D  M M  Y  Y


	002: SikaWrap Hex-100G, SikaWrap Hex-103C, Sikadur Hex-300, SikaWrap Hex 106G, Sikacrete-213 F (if required for fire protection)
	001: SikaWrap Hex Structural Strengthening System
	003: The system components are used in an appropriate combination for the strengthening of reinforced concrete and unreinforced or reinforced masonry elements of existing buildings. Sikacrete-213 F mortar can be applied where additional fire protection to the strengthened element is required. 
	004: SikaWrap Hex Structural Strengthening System
	005: Off
	006: Yes
	012: 1026
	013: nzl.sika.com
	024: info@nz.sika.com
	025: 0800 745 269
	026: 9429000018791
	007: Sika Supply Centre AG, Industrie Strasse 26, 6060 Sarnen, Switzerland
	008: Sika (NZ) Limited
	009: 85 Patiki Road
	010: Avondale
	011: Auckland, New Zealand
	016: Performance B1.3.1, B1.3.2, B1.3.3(a, b, f), B1.3.4: Codemark Certificate No: CM70067 Rev 1. states that when the SikaWrap Hex system is designed and specified by a registered Professional Structural Engineer, as an externally applied strengthening system, it  contributes to the concrete or masonry element meeting the loading requirements, as defined in the preceding B1 Structure performance clauses. 

Performance B2.3.1 (a) 50 years: Codemark Certificate No: CM70067 Rev 1 states that the SikaWrap Hex system will meet this durabilty requirement and will remain serviceable for at least 50 years. 

Performance C6.2, C6.3, C6.4: Codemark Certificate No: CM70067 Rev 1. states that when the SikaWrap Hex system is installed and then protected with an appropriate layer of SikaCrete-213 F fire protection mortar, as specified by a registered fire engineer, it will meet the requirements of the referenced C6 clauses.  

Performance F2.3.1. The BRANZ Appraisal for this product nzl.sika.com states that, in their opinion, it meets this requirement and does not present a health hazard to people. Refer to the product safety data sheet nzl.sika.com for further information if required.

	014: B1 Structure: Performance clauses B1.3.1, B1.3.2, B1.3.3(a, b, f) B1.3.4.

B2 Durability: Performance clause B2.3.1-(a) not less than 50 years

C6 Protection From Fire - Structural Stability C6.2, C6.3, C6.4

F2 Hazardous Building Materials: Performance clause F2.3.1

	017: All structural design work including  the specification of SikaWrap Hex products and their location within the structure shall only be undertaken by a registered Professional Structural Engineer. Any fire protection requirements must be in a accordance with a registered fire engineers specification for Sikacrete-213 F and associated relevant products. All aspects of the installation work must be undertaken by Sikas approved contractor, BBR Contech.

	018: All structural design work including the specification of SikaWrap Hex products and their location within the structure shall only be undertaken by a registered Professional Structural Engineer in accordance with ACI 440.7R-10, NZS4320:2004 and AS/NZS 1170.0:2002.  Fire protection requirements needed to make the system compliant with clause 3.4(a) of the NZ Building Code must be designed and specified by a registered fire engineer. 

	029: The specified Sika Hex Wrap System and any related fire protection must be installed by Sika's trained and approved applicator - BBR Contech.

	019: In applications were the installed SikaWrap Hex system is not located and protected behind permanently fixed, UV blocking, building materials, such as wallboard linings, etc. there will need to be an annual (or sooner if required) maintenance check to ensure that the system and any protective over coatings have not been damaged, or are deteriorating. This inspection and any necessary remedial work, shall be undertaken by Sika's applicator - BBR Contech.

	022: Off
	023: 01
	027: -
	028:   1    3    1     0    2     3


