
Building Product Information Sheet
Product name:

Product line (the product line from which the product is customised):

Product description and its intended use (measurements, materials, usage):

Product identifier (if applicable):

Place of manufacture:
  Aotearoa New Zealand   Overseas

Legal and trading name of the manufacturer(s):

Legal and trading name of the importer (if applicable):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone No. (if applicable):

NZBN (if applicable):

BRM 8582 03/23

CLASS 1
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Relevant Building Code clauses:

Statement on how the building product is expected to contribute to compliance:

• options for compliance set out in section 19 of the Act (regulations, acceptable solution, verification method)
• standard or technical document that describes the performance of the building product or the relevant specifications to which the building 

product was manufactured
• physical properties of the building product

• how the building product is intended to be used.
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Limitations on the use of the building product:

Design requirements that would support the use of the building product:

Installation requirements:
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Maintenance requirements:

Is the building product/building product line subject to warning or ban under section 26?:

 Yes   No

If yes, description of the warning or ban under section 26:

Date: D  D  M M  Y  Y


	002: Sikadur Combiflex SG 20 Tape, Sikadur 31
	001: Sikadur Combiflex SG System
	003: DESCRIPTIONThe Sikadur-Combiflex® SG System is a versatile, high performance, joint and crack sealing system for construction joints, movement (expansion) joints, connection joints or cracks. The system allows variable and high levels of movement in one or more directions, whilst maintaining a watertight seal. The Sikadur-Combiflex® SG System consists of a waterproofing tape based on modified flexible polyolefin (FPO) with advanced adhesion properties, available in 2.0 mm thickness. Sikadur®-31 CF Normal is used for bonding the tape in different types of applications.USESSealing all types of joints and cracks in many different structures and applications including:▪ Tunnels and culverts▪ Hydroelectric power plants▪ Sewage treatment plants▪ Basements▪ Water retaining structures▪ Drinking water reservoirs▪ Swimming poolsSealing of:▪ Movement joints▪ Construction joints▪ Pipe penetrations▪ Cracks▪ Building components where differential settlement is expected
	004: Sikadur Combiflex SG System
	005: Off
	006: Yes
	012: 1026
	013: nzl.sika.com
	024: info@nz.sika.com
	025: 0800 745 269
	026: 9429000018791
	007: Sika Supply Centre AG, Industrie Strasse 26. 6060 Sarnen, Switzerland
	008: Sika (NZ) Limited
	009: 85 Patiki Road
	010: Avondale
	011: Auckland, New Zealand
	016: Performance B2.3.1 (b) 15 years: This product has been evaluated in accordance with B2/VM1. It meets this durability requirement and will remain serviceable for 15 years, or more, when installed and maintained in accordance with the relevant Sika technical literature. nzl.sika.com.  According to Sika's "Service Improvement" records, maintained within its ISO9001:2015 Quality Management System, this product has performed successfully since it was introduced in 2003.Performance B2.3.1 (a) 50 years: This product has been evaluated in accordance with B2/VM1. It meets this durability requirement and will remain serviceable for 50 years, or more, when installed and maintained in accordance with the relevant Sika technical literature. nzl.sika.com. According to Sika's "Service Improvement" records, maintained within its ISO9001:2015 Quality Management System, this product has performed successfully since it was introduced in 2003.Performance F2.3.1: This product meets this requirement when used and applied in accordance with Sika's  installation instructions and does not present a health hazard to people occupying or using the building. Refer to the Sika Product Technical Data sheet and product Safety Data Sheet nzl.sika.com  for further information if required.
	014: B2 Durability: Performance clause B2.3.1 - (b) 15 yearsE2 External Moisture: Performance clause E2.3.3 F2 Hazardous Building Materials: Performance clause F2.3.1
	017: LIMITATIONS▪ Installation work must only be carried out by Sika® trained and approved contractors, experienced in this type of application.▪ Do not use solvents on the Sikadur Combiflex® SG Tape at all.▪ If joints are to be subjected to positive water pressure, the tape must be supported in the joint by hard foam or joint sealant. ▪ If the tape is exposed to negative water pressure it must be supported with a steel plate fixed on one side.▪ Sikadur Combiflex® SG Tape must be protected from mechanical damage.▪ Sikadur Combiflex® SG Tape cannot be connected to the Sikaplan WT, Sikaplan WP or Hypalon based (e.g. old Sikadur-Combiflex) membranes by hot air welding.
	018: The system must be designed using only the combination of the products listed above. No substitutes are allowedThe substrate that the membrane will be applied to must be in accordance with the NZBC to a relevant standard, such as NZS3101 for concrete, NZS 4230 or NZS 4229 for concrete masonry and NZS 3604 for timber framed Buildings. 
	029: The Sikadur Combiflex SG System must be installed by a trained and approved Sika Applicator.APPLICATION INSTRUCTIONSAPPLICATION METHOD / TOOLSStrictly follow installation procedures as defined in method statements, application manuals and working instructions which must always be adjusted to the actual site conditions. Selection of tape size Select the correct tape size (thickness and width) anda suitable Sikadur® adhesive depending on the required performance.General installation procedure1. Prepare concrete or other substrate either side of the joint / crack by mechanical means, i.e. blast cleaning, grinding etc.2. Remove residual dust etc. by vacuuming. Weld Sikadur-Combiflex® SG tape connections and overlaps.3. Mix the 2-part Sikadur®-31 CF Normal adhesive and apply on the sides of the joint / crack by brush, trowel or spatula.4. Firmly press Sikadur-Combiflex® SG tape into the adhesive using a roller.5. Apply Sikadur® adhesive on top of the Sikadur Combiflex ® SG tape.6. For detailed application information refer to the Sika Method Statement: Sikadur-Combiflex® SG System.
	019: Annual (or sooner if required)  visual inspections of the membrane system should be undertaken to ensure that it hasn't been damaged. If necessary contact Sika on 0800 SIKANZ for further information.
	022: Off
	023: 01
	027: -
	028: 1      0     1     0    2    3


