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FAST CURING ANCHORING ADHESIVE

USES ADVANTAGES

Fast curing

Fits a standard sealant gun

Can be used at low temperatures
Non-sag, can be used overhead
Styrene-free polyester

Low odour

As a fast curing anchoring adhesive for all grades of:
m Rebars / reinforcing steel

m Threaded rods

m Bolts and special fastening systems

Ideal for the following substrates:
m (oncrete

m  Solid masonry

m Hollow masonry

m Hard natural stone

m Solid rock

CONSUMPTION / DOSAGE - Material consumption per anchor in ml

Thread | Hole Theoretical volume [ml] @ a certain hole depth [mm]

mm [80 [90 |10 [120 [130 [140 |160 [170 |[180 |200 |210 [220 [240 |260 |280 [300 (350 |400
M8 10 |34 |38 |46 |50 |54 |s9 |67 |71 |75 |84 |[ss |92 |1w1 |09 |17 |126 |147 |68
M10 12 |44 |so |e1 |e6 |72 |77 |88 |94 |99 |[mo |mne |21 |32 [143 [154 |65 [193 |220
M12 14 |56 |63 |77 |84 |91 |98 |m2 |ns [125 [139 [146 |153 [167 [181 |195 |209 [244 |279
M14 6 |69 |77 |95 103 |n2 |120 [138 |146 [155 [172 [181 |189 |206 [224 |241 |258 [301 [344
M14 18 |m2 |126 [154 |68 |182 |196 |224 |238 |252 [280 [294 |30.8 |336 [364 |392 |42.0 |430 [s6.0
M16 18 |78 |88 |ws8 |m8 |127 [137 |[157 |w7 |76 |196 |206 |216 |235 |255 |274 [294 |343 |39:2
M16 20 |126 |[141 |73 |188 [204 [220 |251 |267 [283 |314 |330 [345 (377 |408 |440 [471 |[s5.0 |628
M20 22 |108 [122 |149 |62 |76 [189 |216 |23.0 |243 |270 |284 |297 [324 |351 |378 |405 [473 |s4.0
M20 24 |166 |[186 |228 |248 |269 [29.0 |331 |352 [373 |414 |435 |455 [497 |[s3.8 |s58.0 |621 [725 |s28
M20 25 |197 |221 |271 |295 |320 (344 (394 |48 |443 |492 |[517 |[541 |59.0 |64.0 |689 [73.8 |861 |984
M24 26 |12 |[160 |196 |214 [231 (249 |285 |303 [32.0 |356 |374 |[392 (427 |463 |498 [534 [623 |712
M27 30 [194 [219 |267 |292 [316 [340 |389 |43 [437 |486 |510 [535 [583 |63.2 |68.0 [729 |[s851 |972

The indicated filling quantities are calculated without wastage. Wastage 10 - 50%. The filled quantity can be moni-
tored during injection with the help of the scale on the cartridge label.
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