
Building Product Information Sheet
Product name:

Product line (the product line from which the product is customised):

Product description and its intended use (measurements, materials, usage):

Product identifier (if applicable):

Place of manufacture:
  Aotearoa New Zealand   Overseas

Legal and trading name of the manufacturer(s):

Legal and trading name of the importer (if applicable):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone No. (if applicable):

NZBN (if applicable):

BRM 8582 03/23

CLASS 1
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Relevant Building Code clauses:

Statement on how the building product is expected to contribute to compliance:

• options for compliance set out in section 19 of the Act (regulations, acceptable solution, verification method)
• standard or technical document that describes the performance of the building product or the relevant specifications to which the building 

product was manufactured
• physical properties of the building product

• how the building product is intended to be used.
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Limitations on the use of the building product:

Design requirements that would support the use of the building product:

Installation requirements:
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Maintenance requirements:

Is the building product/building product line subject to warning or ban under section 26?:

 Yes   No

If yes, description of the warning or ban under section 26:

Date: D  D  M M  Y  Y


	002: -
	001: SikaRapid-8 Slag
	003: DESCRIPTIONSikaRapid®-8 Slag is a chloride-free hardening accelerator specially developed to promote the early age strength of concrete manufactured using slag without negatively influencing final strengths.USES: SikaRapid®-8 Slag is especially suitable for any application where fast early strength development plays a major role or is of crucial importance. SikaRapid®-8 Slag is used for the following applications: Precast concrete, Ready-mixed concrete where early, demoulding is essential, Ready-mixed concrete where minimum time delays are critical.
	004: SikaRapid-8 Slag
	005: Yes
	006: Off
	012: 1026
	013: nzl.sika.com
	024: info@nz.sika.com
	025: 0800 745 269
	026: 9429000018791
	007: Sika (NZ) Limited
	008: -
	009: 85 Patiki Road
	010: Avondale
	011: Auckland, New Zealand
	016: Performance B1.3.1, B1.3.2, B1.3.3 (a, b, f, h, m, q), B1.3.4: This product meets the requirements of AS1478.1 Chemical Admixtures for Concrete, Mortar and Grout. When added to concrete during the production phase it contributes to the hardened concrete meeting loading requirements arising from self-weight, imposed gravity loads, earthquake, wind impact, and the effects of creep and shrinkage over time.Performance B2.3.1 (a) 50 years: This product meets the requirements of AS1478.1 Chemical Admixtures for Concrete, Mortar and Grout. When added to concrete, mortar or grout during the manufacturing process it helps the hardened concrete to achieve its durability requirements and to remain serviceable for 50 years, or more. According to Sika's "Service Improvement" records, maintained within its ISO9001:2015 Quality Management System, this product has performed successfully since it was introduced in 2023.Performance F2.3.1: This product meets this requirement when used and applied in accordance with Sika's  installation instructions and does not present a health hazard to people occupying or using the building. Refer to the Sika Product Technical Data sheet and product Safety Data Sheet nzl.sika.com  for further information if required.
	014: Note: This product on its own is not within the scope of the NZ Building Code. It is an additive / admixture for use in the manufacture of concrete, to enhance its performance properties in either its plastic or hardened state. When added to concrete that must comply with the NZ Building Code, and it used in accordance with Sika's technical literature, it will contribute to meeting the requirements of the following clauses:B2 Durability: Performance clause B2.3.1-(a) not less than 50 yearsF2 Hazardous Building Materials: Performance clause F2.3.1
	017: SikaRapid®-8 Slag shall not be added to the dry cement/slag blend.
	018: Design requirements for concrete that contains Sika admixtures, or other concrete additives are the responsibility of the ready mixed concrete producer and/or the concrete design engineer.
	029: SikaRapid®-8 Slag is added to the gauging water, or added with it, into the concrete mixer.SikaRapid®-8 Slag may also be added into the ready-mix truck on site.When added on site the truck mixer shall rotate its drum at maximum revolutions for at least 1 minute per m³ of concrete and a minimum of 5 minutes to achieve a uniform mix. The concrete should be visually checked for uniform consistency before discharging.
	019: Once added the Sika admixture / additive becomes an integral part of the hardened concrete, mortar or grout. Refer to the supplier of that product for their maintenance instructions.
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