
Building Product Information Sheet
Product name:

Product line (the product line from which the product is customised):

Product description and its intended use (measurements, materials, usage):

Product identifier (if applicable):

Place of manufacture:
  Aotearoa New Zealand   Overseas

Legal and trading name of the manufacturer(s):

Legal and trading name of the importer (if applicable):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone No. (if applicable):

NZBN (if applicable):

BRM 8582 03/23
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Relevant Building Code clauses:

Statement on how the building product is expected to contribute to compliance:

•	 options for compliance set out in section 19 of the Act (regulations, acceptable solution, verification method)
•	 standard or technical document that describes the performance of the building product or the relevant specifications to which the building 

product was manufactured
•	 physical properties of the building product

•	 how the building product is intended to be used.
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Limitations on the use of the building product:

Design requirements that would support the use of the building product:

Installation requirements:
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Maintenance requirements:

Is the building product/building product line subject to warning or ban under section 26?:

 Yes   No

If yes, description of the warning or ban under section 26:

Date: D  D  M M  Y  Y


	002: -
	001: Sikafloor Level Ultra
	003: DESCRIPTION
Sikafloor® Level Ultra is a Fiber Reinforced Self Levelling Compound that can be applied on exterior or interior concrete substrates.

USES
Applied in combination with suitable materials from
Sikafloor®, SikaBond® & Sikadur® ranges. 
▪ Recommended underlayment for all Commercial & Domestic floor coverings
▪ Suitable to be applied prior to Sikafloor® epoxy or polyurethane colour coatings, in light to medium traffic areas (retail, commercial & car parks)
▪ Levelling of new or old concrete substrates
	004: Sikafloor Level Ultra
	005: Yes
	006: Off
	012: 1026
	013: nzl.sika.com
	024: info@nz.sika.com
	025: 0800 745 269
	026: 9429000018791
	007: Sika (NZ) Limited
	008: -
	009: 85 Patiki Road
	010: Avondale
	011: Auckland, New Zealand
	016: Performance B2.3.1 (b) 15 years: This product has been evaluated in accordance with B2/VM1. It meets this durability requirement and will remain serviceable for 15 years, or more, when installed and maintained in accordance with the relevant Sika technical literature. nzl.sika.com.  According to Sika's "Service Improvement" records, maintained within its ISO9001:2015 Quality Management System, this product has performed successfully since it was introduced in 2023.

Performance F2.3.1: This product meets this requirement when used and applied in accordance with Sika's  installation instructions and does not present a health hazard to people occupying or using the building. Refer to the Sika Product Technical Data sheet and product Safety Data Sheet nzl.sika.com  for further information if required.

	014: Note: This product is used for reprofiling floor surfaces before a subsequent finish is overlaid. On its own, is not within the scope of the NZ Building Code. However if it is used under floor finishes that must comply with the Code then it will contribute to meeting the requirements of the following clauses

B2 Durability: Performance clause B2.3.1 - (b) 15 years

F2 Hazardous Building Materials: Performance clause F2.3.1

	017: LIMITATIONS
▪ Do not install Sikafloor® Level Ultra over wood floors, CFC flooring, parquet floors or metal substrates.
▪ Do not mix or apply Sikafloor® Level Ultra in temperatures below 10°C and above 35°C and under hot and windy conditions.
▪ Keep product cool prior to mixing and do not leave bags in direct sun for extended periods.
▪ Protect from hot or strong winds and extremes of temperature for 12hrs after being applied to avoid rapid moisture loss leading to cracking or crazing.
▪ All construction/expansion joints in existing concrete must be reflected through Sikafloor Level Ultra product as soon as possible to do so.
▪ Not recommended as a trafficable surface.
▪ Do not use on sloped surfaces that require drainage.
	018: -
	029: APPLICATION INSTRUCTIONS
EQUIPMENT
▪ High speed heavy duty electric drill, mixing paddle & suitable size bucket/vessel - 20L +
▪ Purpose built mechanical pump

SUBSTRATE QUALITY / PRE-TREATMENT
Concrete floors should be fully cured, structurally sound with a minimum pull off strength of 1.5 MPa,clean, dry (NZS 1884), and free of surface contaminates and dust for Eg. Concrete must be porous and accept water penetration. Test by lightly
sprinkling water on various areas of the substrate. If water penetrates, then a good bond with a selected primer can be achieved. If water beads and fails to be absorbed by the concrete surface contaminants are present then loss of adhesion may occur. Contaminates that are present should be mechanically removed before installation. Concrete must be free of efflorescence
and not subject to hydrostatic pressure. if the concrete substrate has efflorescence or high moisture (RH) and moisture sensitive flooring is being installed Sikafloor® Moisture Barrier System may be considered (Sikafloor®-158 W Fast Barrier + SikaTile®-015 NPP + Sikafloor® Level Ultra). Sikafloor epoxy coatings require the Siakfloor Level Ultra to have a moisture
content below 4%. Contact your local Sika® office for further information.

PRIMING;
Internal Porous Priming
• Sikafloor® 01 Primer – Mix ratio diluted 1:2 or 1:3 with clean water
• Sikafloor® Level Pro Primer - undiluted (Neat) 
Note: Correct amount of priming liquid should always be applied to the prepared substrate giving good penetration and film build. Thin applications may result in pinholing in finished surface or debonding levelling compound from the substrate. Do Not allow
primer to pool while drying. On particularly porous (mechanically prepared) surfaces or where the initial prime coat absorbs immediately a second coat is recommended.

Internal Non-Porous Priming
• SikaTile®-015 NPP – undiluted (Neat) Note: When applying primer to Non-porous surface use a paint roller and apply one thin even coat. SikaTile®-015 NPP must be completely dry (50min+) prior to applying Sikafloor® products.
Chosen primer should completely dry prior to the application of Sikafloor® Levelling Systems.

MIXING
Mix the entire 20kg bag of Sikafloor® Level Ultra with 4.8 - 5 Litres of clean, cool water. Slowly add powder to the water while mixing thoroughly for 3 minutes to a lumpfree consistency. Not mixing for the recommended time or additional
water may result in product irregularities and possible product failure.
APPLICATION

Pour or Pump Sikafloor® Level Ultra, then spread with a long handled gauged spreader to heights as required.
For touch-ups, use a flat steel trowel. Note:Freshly applied Sikafloor® Level Ultra must be protected from damp, condensation and all forms of water while curing for at least 24 hours. Areas of application must have fresh airflow to assist with product hydration and drying. Closed off rooms with no fresh air will retard the curing/drying process and possibly lead to product failure.

CLEANING OF TOOLS
Clean tools and equipment with warm water and detergent while the product is still wet.

	019: There are no maintenance requirements for this Sika product.
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