
Building Product Information Sheet
Product name:

Product line (the product line from which the product is customised):

Product description and its intended use (measurements, materials, usage):

Product identifier (if applicable):

Place of manufacture:
  Aotearoa New Zealand   Overseas

Legal and trading name of the manufacturer(s):

Legal and trading name of the importer (if applicable):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone No. (if applicable):

NZBN (if applicable):

BRM 8582 03/23

CLASS 1
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Relevant Building Code clauses:

Statement on how the building product is expected to contribute to compliance:

• options for compliance set out in section 19 of the Act (regulations, acceptable solution, verification method)
• standard or technical document that describes the performance of the building product or the relevant specifications to which the building 

product was manufactured
• physical properties of the building product

• how the building product is intended to be used.
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Limitations on the use of the building product:

Design requirements that would support the use of the building product:

Installation requirements:
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Maintenance requirements:

Is the building product/building product line subject to warning or ban under section 26?:

 Yes   No

If yes, description of the warning or ban under section 26:

Date: D  D  M M  Y  Y


	002: -
	001: Sikalastic-152
	003: DESCRIPTIONSikalastic®-152 is a 2-part, cementitious, polymer modified, flexible, crack-bridging, fibre-reinforced mortar for waterproofing and concrete protection. It can be applied onto many types of construction substrates.USES▪ Flexible waterproofing and protection of structures retaining or exposed to water such as tanks, concrete pipes, bridges etc.▪ Protective, anti-carbonation coating for concrete surfaces▪ Waterproofing of bathrooms, showers, wet rooms, terraces, balconies and swimming pools before the application of ceramic tiles bonded with cementitious adhesives▪ Waterproofing and protection of concrete structures ▪ Internal waterproofing of basement walls and floors exposed to low water pressure▪ Protection of concrete structures against the effects of de-icing salts and freeze-thaw
	004: Sikalastic-152
	005: Off
	006: Yes
	012: 1026
	013: nzl.sika.com
	024: info@nz.sika.com
	025: 0800 745 269
	026: 9429000018791
	007: Sika Italia SpA, Via Luigi Einaudi 6, 20068 Peschiera Borromeo, Milan, Italy
	008: Sika (NZ) Ltd
	009: 85 Patiki Road
	010: Avondale
	011: Auckland, New Zealand
	016: Performance B2.3.1 (b) 15 years: The BRANZ appraisal for this product states that, in their opinion, it achieves this  durability requirement, when installed and maintained in accordance with the BRANZ Appraisal and relevant Sika technical literature.  nzl.sika.com. According to Sika's "Service Improvement" records, maintained within its ISO9001:2015 Quality Management System, this product has performed successfully since it was introduced in 2009.Performance E2.3.1 and E2.3.2: The BRANZ Appraisal for this product states that it meets the E2.3.1 and E2.3.2 weathertightness requirements  when installed in accordance with the BRANZ Appraisal and relevant Sika technical literature on nzl.sika.com.Performance E3.3.3, E3.3.4, E3.3.5, E3.3.6: This product has been BRANZ appraised. It meets the NZ Building Code E3 Internal Moisture requirements when designed and installed in accordance with the requirements of E3/AS1, E3/AS2-Internal Wet Area Membrane Systems (WMA Code of Practice for Internal Wet Membrane Systems (2020)), the appropriate BRANZ Appraisal (Sikalastic 152, Sikalastic 220W, Sika AquaBlok) and relevant Sika technical literature (Code of Practice, BRANZ appraisals and Sika literature available at nzl.sika.com).Performance F2.3.1. The BRANZ Appraisal for this product nzl.sika.com states that, in their opinion, it meets this requirement and does not present a health hazard to people. Refer to the product safety data sheet nzl.sika.com for further information if required.
	014: B2 Durability: Performance clause B2.3.1 - (b) 15 yearsE2 External Moisture: Performance clause E2.3.1 and E2.3.2 E3 Internal Moisture: Performance Clauses E3.3.3, E3.3.4, E3.3.5, E3.3.6F2 Hazardous Building Materials: Performance clause F2.3.1
	017: This product is a waterproofing membrane system for use behind impervious wall finishes and under trafficable floor finishes on external decks and balconies, and internal wet areas. Any finishes installed over this system, are not the responsibility of Sika.LIMITATIONS▪ Protect freshly applied material from rain until at least 24–48 hours after application.▪ Avoid direct contact with chlorinated swimming pool water.▪ The product is not a vapour barrier and may transmit vapour to applied coatings and cause blistering.▪ The hardening process is slower when there is a high environmental humidity level, e.g. in closed or inadequately ventilated rooms and basements. Controlled ventilation methods are recommended. ▪ Avoid application during direct sun and/or strong wind exposure.▪ When over-coating with solvent paints always carry out preliminary trials to ensure the solvent does not affect the integrity of the waterproofing layer.▪ The product is not suitable for vehicular traffic. Pedestrian traffic is allowed, but only if protected by suitable tiling.▪ Reinforcement mesh improves crack bridging ability at low temperatures.▪ The surface of the product cannot be smoothed using float or sponge trowel. It is possible to smooth the surface as soon as the curing of the product is complete by light abrasion techniques.
	018: This product is part of a system that includes primers, reinforcing tapes and other associated products. For full design information refer to the BRANZ Appraisal and the relevant Sika product data sheets for further support.The substrate that the membrane will be applied to must be in accordance with the NZBC to a relevant standard, such as NZS3101 for concrete, NZS 4230 or NZS 4229 for concrete masonry and NZS 3604 for timber framed Buildings. In accordance with E3/AS1 and E3/AS2 membrane systems must be specified by the tile manufacturer (supplier) as being suitable for the tiles and the environment. And the system must be designed in accordance with the Waterproofing Membrane Association Code of Practice for Internal Wet Area Membranes - Feb 2020 and relevant Sika technical literature available at nzl.sika.com.
	029: For compliance with Clause E3/AS2 the membrane system must be installed by, or under the supervision of, an installer certified by Sika and in accordance with the Waterproofing Membrane Association Code of Practice for Internal Wet Area Membranes - Feb 2020, and the relevant Sika technical literature (available at nzl.sika.com).APPLICATION INSTRUCTIONSSUBSTRATE QUALITY / PRE-TREATMENT▪ All connections between the substrate and pipe entries, plant and equipment, light switches etc. must be sealed and made watertight before applying Sikalastic®-152. ▪ Any joints which are present in the structure must also be sealed and made watertight. Use coving details at the floor/wall junctions.▪ Repair concrete substrates if necessary, with an appropriate cementitious mortar from the SikaTop® or Sika MonoTop® range of repair materials.▪ The concrete substrate must be thoroughly clean, loose material, surface contamination, cement laitance, coatings and material which can reduce adhesion or prevent suction or wetting by the mortar.▪ Surfaces should be prepared by acceptable preparawater-jetting (400 bar), wire-brushing, grinding etc. to an open texture to achieve the required adhesion value for the waterproofing or protection system. All dust, loose and friable material must be completely removed from all surfaces before application, preferably by industrial vacuuming equipment.▪ Do not dampen substrate before application.MIXINGImportant: Do not add any additional water or other constituents.1. Shake carefully Part. A before mixing.2. Pour ~½ of Part. A into a suitable mixing container. 3. Add Part. B slowly while mixing with a low speed (~ 500 rpm) electric single paddle mixer or other suitable equipment until a consistent mix has been achieved.4. Add the remaining amount of Part. A.5. Mix thoroughly for at least 3 minutes to achieve a smooth consistent mix.APPLICATIONStrictly follow installation procedures as defined in method statements, application manuals and working instructions which must always be adjusted to the actual site conditions. Important: Before application remove excess water, e.g. with a clean sponge.Important: In natural damp environments, it is not necessary to dampen the substrate before application. Important: Avoid standing water or condensation during application. General Sikalastic®-152 must be applied to the full surface area at the required layer thickness. Hand Application Apply mixed material with firm even pressure onto the prepared substrate using a notched (3 x 3 mm) trowel. As soon as the first layer has hardened, apply the second coat by flat edged trowel. Sprayed Application - Wet Spray The wet mixed Sikalastic®-152 must be placed into the spraying equipment and applied onto the prepared substrate. As soon as the first layer has hardened, spray apply the second coat.Glass fibre fabric embedment In highly stressed areas a special alkali-resistant glass fibre fabric (150–160 g/m²) must be placed into the first fresh mortar layer. Trim the fabric and fully embed into the mortar layer avoiding the formation of voids. CLEANING OF TOOLSClean all tools and application equipment with water immediately after use. Hardened material can only be mechanically removed.
	019: No maintenance of the Sika membrane system will be required, provided that significant substrate movement does not occur within the impervious  wall / floor lining or finish that has been applied over the top. Regular checks of the wall / floor finish must be made to ensure that it is sound and will not allow moisture to penetrate it. Any cracks or damage must be repaired immediately, in consultation with the supplier of the lining system.For maintenance of impervious wall and floor lining systems that have been installed to enable compliance with Clause E3/AS1, refer to the supplier of the system installed.
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