
Building Product Information Sheet
Product name:

Product line (the product line from which the product is customised):

Product description and its intended use (measurements, materials, usage):

Product identifier (if applicable):

Place of manufacture:
  Aotearoa New Zealand   Overseas

Legal and trading name of the manufacturer(s):

Legal and trading name of the importer (if applicable):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone No. (if applicable):

NZBN (if applicable):

BRM 8582 03/23

CLASS 1
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Relevant Building Code clauses:

Statement on how the building product is expected to contribute to compliance:

• options for compliance set out in section 19 of the Act (regulations, acceptable solution, verification method)
• standard or technical document that describes the performance of the building product or the relevant specifications to which the building 

product was manufactured
• physical properties of the building product

• how the building product is intended to be used.
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Limitations on the use of the building product:

Design requirements that would support the use of the building product:

Installation requirements:
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Maintenance requirements:

Is the building product/building product line subject to warning or ban under section 26?:

 Yes   No

If yes, description of the warning or ban under section 26:

Date: D  D  M M  Y  Y


	002: -
	001: Sika Boom
	003: DESCRIPTIONSika Boom® is a 1-component, fast curing polyurethane foam suitable for multi-position applications.USESSika Boom® is designed for fixing, insulating and filling connection joints around window and door frames, pipe entries, air-conditioning vents and roller blind housings. Sika Boom® allows insulation against noise, cold and draughts after a single application.
	004: Sika Boom
	005: Off
	006: Yes
	012: 1026
	013: nzl.sika.com
	024: info@nz.sika.com
	025: 0800 745 269
	026: 9429000018791
	007: Hago PU GmbH, Bodensee Strasse 217, D-81243 Munich, Germany
	008: Sika (NZ) Limited
	009: 85 Patiki Road
	010: Avondale
	011: Auckland, New Zealand
	016: Performance B2.3.1 (b) 15 years: The BRANZ appraisal for this product states that, in their opinion, it achieves this  durability requirement, when installed and maintained in accordance with the BRANZ Appraisal and relevant Sika technical literature.  nzl.sika.com. According to Sika's "Service Improvement" records, maintained within its ISO9001:2015 Quality Management System, this product has performed successfully since it was introduced in 2002.Performance E2.3.2: The BRANZ appraisal for this product nzl.sika.com states that, as a self expanding polyurethane foam, this product, in their opinion, meets the requirements for an air seal between the wrapped opening and the frame around windows, doors and other penetration openings  in accordance with E2/AS1 and E2/AS3.Performance F2.3.1: This product meets this requirement when used and applied in accordance with Sika's  installation instructions and does not present a health hazard to people occupying or using the building. Refer to the Sika Product Technical Data sheet and product Safety Data Sheet nzl.sika.com  for further information if required.
	014: B2 Durability: Performance clause B2.3.1 - (b) 15 yearsE2 External Moisture: Performance clause E2.3.2 F2 Hazardous Building Materials: Performance clause F2.3.1
	017: ▪  The minimum can temperature for application must be +10 °C. ▪ In order to get a good quality foam, the can temperature should not vary more than 10 °C from the ambient temperature. ▪  Protect the can from direct sunlight and temperatures above +50 °C (danger of explosion). ▪ For correct curing of the foam, moisture is necessary. ▪ Applying insufficient moisture may lead to subsequent unintended foam expansion (post expansion). ▪ Do not fill hollow sections completely as the foam expands during  curing. ▪  Do not use on polyethylene (PE), polypropylene (PP), polytetrafluoroethylene (PTFE / Teflon), and silicone, oil, grease and other separating agents.  ▪ Sika Boom® is not resistant to UV light.  ▪  Read all safety and technical recommendations which are printed on the Sika Boom® can.
	018: There are no specific Sika design instructions for this product, when used as a general purpose adhesive. Refer to the product data sheet for general information at nzl.sika.com.
	029: APPLICATION INSTRUCTIONSFor the application of Sika Boom® all generally accepted rules of building and construction apply.SUBSTRATE PREPARATIONThe substrate must be clean, sound and homogeneous, free from oils, grease, dust and loose or friable particles. Paint, cement laitance and other poorly adhering contaminants must be removed. Sika Boom® adheres without primers and/or activators. Pre-dampen the substrate with clean water, this ensures that the foam cures properly and also prevents secondary foam expansion.CLEANING OF TOOLSClean all tools and application equipment immediately with Sika Boom®-Cleaner and/or Sika® Remover-208.Once cured, residual material can only be removed mechanically.
	019: There are no maintenance requirements for this Sika product.
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