
Sika MultiSeal® 

For weatherproof sealing of cracks and joints in many common 
domestic and commercial situations .                                           

 ˺ Very easy to apply
 ˺ Very economical
 ˺ Good adhesion to many substrates
 ˺ Can be applied at low temperatures
 ˺ Bitumen-resistant
 ˺ Can be over-painted

Self-adhesive, bituminous 
sealing tape 

Scan QR code 
for more info or 
visit www.sika.co.nz



USES
Sika MultiSeal is used to seal cracks and joints on:
Roofs

 ́ Around chimneys and skylights
 ́ Over joints/cracks in tiles and roof cladding

Exterior walls
 ́ Joints and cracks in asbestos cement sheeting
 ́ Cracks under masonry ties and anchorages
 ́ Around wall penetrations (such as water pipes)
 ́ Gutters and down pipes

Terraces
 ́ At joints between terraces and exterior walls
 ́ Joints in parapets
 ́ Roof edges, sides, flashings and joints

Inside the house
 ́ Leaking pipes, showers, etc.

PACKAGING & CODES
Length of roll  Width of roll  Rolls per box Colour  Sika Code
3 m   100 mm  12   Matt grey 03738
10 m   100 mm  3   Matt grey 03732
10 m   150 mm  2   Matt grey 03733
10 m   100 mm  3   White  87722
Refer to www.sika.co.nz for current technical and safety data sheets before use.

SIKA (NZ) LTD   Contact
85-91 Patiki Road   Phone: 0800 745 269
Avondale, Auckland 1026, NZ  www.sika.co.nz

Sika MultiSeal®
SELF-ADHESIVE, BITUMINOUS 
SEALING TAPE

FOR MORE Sika MultiSeal® 
INFORMATION:
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