
Building Product Information Sheet
Product name:

Product line (the product line from which the product is customised):

Product description and its intended use (measurements, materials, usage):

Product identifier (if applicable):

Place of manufacture:
  Aotearoa New Zealand   Overseas

Legal and trading name of the manufacturer(s):

Legal and trading name of the importer (if applicable):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone No. (if applicable):

NZBN (if applicable):

BRM 8582 03/23

CLASS 1
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Relevant Building Code clauses:

Statement on how the building product is expected to contribute to compliance:

• options for compliance set out in section 19 of the Act (regulations, acceptable solution, verification method)
• standard or technical document that describes the performance of the building product or the relevant specifications to which the building 

product was manufactured
• physical properties of the building product

• how the building product is intended to be used.
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Limitations on the use of the building product:

Design requirements that would support the use of the building product:

Installation requirements:
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Maintenance requirements:

Is the building product/building product line subject to warning or ban under section 26?:

 Yes   No

If yes, description of the warning or ban under section 26:

Date: D  D  M M  Y  Y


	002: -
	001: SikaBond T-55 J
	003: DESCRIPTIONSikaBond® T-55 J is a 1-component, elastic wood flooring adhesive with good workability.USESSikaBond® T-55 J is designed for full surface wood floor bonding of solid and engineered wood floors and subfloors.
	004: SikaBond T-55 J
	005: Off
	006: Yes
	012: 1026
	013: nzl.sika.com
	024: info@nz.sika.com
	025: 0800 745 269
	026: 9429000018791
	007: Sika Ltd - Japan, 1-1 Nagatoro, 254-0021 Hiratsuka, Kanagawa, Japan
	008: Sika (NZ) Limited
	009: 85 Patiki Road
	010: Avondale
	011: Auckland, New Zealand
	016: Performance B1.3.1, B1.3.2, B1.3.3 (a, b, j, q) B1.3.4: When used as an adhesive this product contributes to meeting the loading requirements that bonded lining elements are subjected to, as a result of self-weight, imposed in-use gravity loading, impact, and the effects of creep and shrinkage over time. Performance B2.3.1 (b) 15 years and (c) 5 years: This product achieves these durability requirements and will remain serviceable for 15 years, or more, when installed and maintained in accordance with the relevant Sika technical literature. nzl.sika.com.  According to Sika's "Service Improvement" records, maintained within its ISO9001:2015 Quality Management System, this product has performed successfully since it was introduced in 2003.Performance F2.3.1: This product meets this requirement when used and applied in accordance with Sika's  installation instructions and does not present a health hazard to people occupying or using the building. Refer to the Sika Product Technical Data sheet and product Safety Data Sheet nzl.sika.com  for further information if required.
	014: Note: This product is an adhesive and on its own is not within the scope of the NZ Building Code. However, when it is used as part of an internal floor, wall, or ceiling system, or with other building elements that must comply with the NZ Building Code, and it is used in accordance with that material supplier's specification and Sika's technical literature, it will contribute to meeting the requirements of the following clauses:B1 Structure: Performance clauses B1.3.1, B1.3.2, B1.3.3 (a ,b, j, q), B1.3.4B2 Durability: Performance clauses B2.3.1 - (b) not less than 15 Years,  (c) not less than 5 yearsF2 Hazardous Building Materials: Performance clause F2.3.1
	017: The product is not a substitute for any mechanical fixings that are specified by the manufacturer of the element being bonded.A building element used for load bearing, bracing, structural support or other applications as defined in the NZBC, must be fastened in accordance with the  specification / instructions from that elements manufacturer.If bonded elements require NZBC compliance, the maximum substrate moisture contents at the time of application must comply with E2/AS1 Paragraph 10.2.At least one of the bonding surfaces must be porous to enable the adhesive to cure effectively.For bonded elements requiring NZBC compliance only use in bonding applications that will remain dry.LIMITATIONS▪ SikaBond® T-55 J is only suitable for use by professional wood floor applicators.▪ For good workability, the adhesive temperature shall be ≥ +15 °C.▪ For proper curing of the adhesive, sufficient ambient humidity / moisture is necessary. ▪ A preliminary adhesion test is necessary before any application on glazed tiles.▪ Before wood floors may be installed in non-insulated areas, such as basements or other areas without a damp proof membrane, Sikafloor® EpoCem must be applied and sealed with Sika® Primer MB to control the moisture. For detailed instructions, contact our Technical Service Department.▪ For use with chemically pre-treated types of wood floors (e.g. those produced or treated with ammonia, wood stain, timber preservative) and woods with a relatively high oil content, SikaBond® T-55 J is only to be used with the written agreement of our Technical Service Department.▪ Do not use on polyethylene (PE), polypropylene (PP), polytetrafluoroethylene (PTFE / Teflon), and other similar plasticized synthetic materials. Some other floor priming materials can negatively influence the adhesion of SikaBond® T-55 J (pre-trials recommended). ▪ SikaBond® T-55 J is designed as a wood floor bonding adhesive. When laying parquet type wood floors without tongued and grooved joints, e.g. mosaic parquet  floors, avoid the wood floor adhesive extruding into the joints between the wood pieces.▪ Avoid contact between any wood surface sealer coatings and adhesive. However, if direct contact with the adhesive is unavoidable, then the compatibility must be checked and confirmed before use of any coatings. For further information and advice, please contact our Technical Service Department.▪ Do not expose uncured SikaBond® T-55 J to alcohol containing products as they may interfere with the curing reaction.▪  For further information and advice, please contact our Technical Service Department.
	018: There are no specific Sika design instructions for this product, when used as a general purpose adhesive. Refer to the product data sheet for general information at nzl.sika.com.If the building elements to be bonded are within the scope of the NZ Building Code then the bonding instructions of the manufacturer / supplier of those elements must be followed.
	029: APPLICATION INSTRUCTIONSFor the application of SikaBond® T-55 J all standard construction guidelines apply. For further information, please refer to the Method Statement "Full Surface Bonding".SUBSTRATE PREPARATION▪ The substrate must be clean, dry, sound and homogeneous, free from oils, grease, dust and loose or friable particles. Paint, cement laitance and other poorly adhering contaminants must be removed.▪ Concrete and/or cement screeds must be ground and thoroughly cleaned with an industrial vacuum.▪ Anhydrite screeds, including flowable anhydrite screeds must be ground and thoroughly cleaned with an industrial vacuum shortly before bonding with the  adhesive starts.▪ Broadcast mastic asphalt must be primed with Sika® Primer MB. For the instructions for use, please refer to the corresponding Product Data Sheet.▪ Glazed ceramic and old existing ceramic tiles must be degreased and cleaned with Sika® Aktivator-205, or the tile surfaces must be ground and then thoroughly cleaned with an industrial vacuum.▪ Wood and/or gypsum boards (e.g. chipboard, plywood) must be glued and/or screwed to the substructure to ensure they are properly fixed to the substrate. For floating dry-floors, contact our Technical Service Department.▪ For other substrates contact our Technical Service Department for advice and assistance.▪ SikaBond® T-55 J can be used without priming on cement based floors, anhydrite floors, chipboards, concrete and ceramic tiles.or broadcasted mastic asphalt, cement based floors with excessive moisture content and use over old adhesive residues or on weak substrates use Sika® Primer MB. For detailed instructions contact our Technical Service Department.APPLICATION METHOD / TOOLSFull Surface Bonding with a Trowel:▪ SikaBond® T-55 J is applied directly from foil packs, using an application gun, to properly prepared substrates and uniformly spread with a notched trowel.▪ Press the wood floor pieces firmly into the adhesive so that the wood floor underside is completely covered with the adhesive. The pieces can then be joined together using a hammer and an impact block. Many types of wood floors also have to be tapped into position from above. A distance of 10−15 mm from the wall to the wood floor must be maintained.▪ The floor can be walked on and/or sanded 12 to 24 hours after installation (23 °C / 50% r.h. up to 1 mm adhesive thickness depending on the environmental conditions and adhesive layer thickness). Fresh, uncured adhesive on the wood floor surfacemust be removed immediately with a clean cloth and if necessary also cleaned with Sika® Remover-208. Always test wood floor surfaces for compatibility with Sika® Cleaner-208 before use. The guidelines of the wood floor manufacturer apply.CLEANING OF TOOLSClean all tools and application equipment immediately after use with Sika® Remover-208. Once cured, residual material can only be removed mechanically.
	019: There are no maintenance requirements for this Sika product.The building element being bonded, and the bonding substrate must both be maintained in accordance with each of their manufacturers instructions.
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